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LAMP PHOTOMETRIC REPORT

MODEL: 92FLCOM2040/WH

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

1949 1975 1943 1890 1850 1825 1832 1873 200.6 200.6 13.1

1259 1284 1271 1232 1201 1178 1181 1204 428.1 628.6 41.2

707.0 729.6 758.3 749.4 735.9 714.6 694.2 676.0 437.7 1066 69.9

288.0 332.7 360.3 348.8 323.6 272.2 244.8 250.3 338.2 1405 92.1

32.04 38.39 42.91 39.28 32.70 28.15 25.87 26.99 88.35 1493 97.8

13.75 14.21 15.19 15.08 14.25 13.47 13.58 13.47 18.43 1511 99

7.359 7.828 7.376 7.474 7.142 6.863 6.971 6.774 10.39 1522 99.7

0.5861 0.6394 0.7437 0.8005 0.6140 0.5674 0.5331 0.5067 3.844 1526 100

0.0623 0.0584 0.0572 0.0614 0.0975 0.0924 0.0981 0.0928 0.2776 1526 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:24 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92FLCOM2040/WH

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 2339

5 2236

10 1949

15 1587

20 1259

25 946

30 707

35 556

40 288

45 99.1

50 32.0

55 18.5

60 13.7

65 10.4

70 7.36

75 3.12

80 0.59

85 0.15

90 0.06

10

2339

2249

1971

1610

1279

966

717

566

300

74.8

32.2

18.6

13.9

10.2

7.61

3.17

0.59

0.16

0.06

20

2339

2253

1972

1610

1281

972

725

573

306

108

33.4

18.9

14.1

10.4

7.83

3.30

0.62

0.20

0.06

30

2339

2262

1982

1621

1291

982

726

583

320

82.3

35.6

19.2

14.1

10.5

7.81

3.36

0.61

0.18

0.05

40

2339

2264

1975

1610

1282

974

721

587

325

85.6

37.1

19.6

14.1

10.5

7.90

3.52

0.65

0.22

0.06

50

2339

2268

1975

1612

1285

996

738

597

340

93.8

39.6

19.5

14.4

10.6

7.76

3.60

0.63

0.20

0.05

60

2339

2262

1958

1597

1277

997

746

600

345

96.9

41.1

20.1

14.8

10.9

7.94

3.80

0.68

0.23

0.06

70

2339

2262

1959

1600

1279

1007

750

605

352

102

41.9

21.1

14.8

10.6

7.91

4.03

0.66

0.21

0.05

80

2339

2251

1944

1586

1270

1000

750

609

353

102

42.3

21.6

15.2

10.8

7.67

4.26

0.67

0.23

0.06

90

2339

2251

1943

1583

1271

1006

758

613

360

106

42.9

21.6

15.2

10.9

7.38

4.36

0.74

0.22

0.06

100

2339

2239

1926

1567

1258

997

753

609

355

107

42.5

21.3

15.4

10.8

7.50

4.32

0.67

0.24

0.06

110

2339

2238

1921

1564

1255

1001

755

609

358

109

42.3

21.2

15.5

10.9

7.67

4.33

0.73

0.22

0.06

120

2339

2222

1904

1547

1241

990

752

606

353

108

40.6

21.4

15.1

10.9

7.38

4.25

0.73

0.25

0.06

130

2339

2219

1899

1544

1239

992

753

606

352

109

39.9

21.5

15.2

11.4

7.65

4.42

0.87

0.23

0.06

140

2339

2207

1882

1527

1225

981

746

602

345

104

38.6

21.6

15.0

10.9

7.30

4.18

0.73

0.26

0.07

150

2339

2204

1879

1524

1224

982

748

604

346

103

37.1

21.6

15.2

11.1

7.51

4.34

0.81

0.23

0.06

160

2339

2194

1861

1508

1210

969

742

601

338

97.2

35.1

21.3

14.9

10.9

7.31

3.95

0.70

0.25

0.07

170

2339

2191

1862

1507

1210

968

742

602

334

94.0

34.5

21.6

14.8

10.9

7.41

3.93

0.67

0.22

0.07

180

2339

2182

1850

1499

1201

959

736

597

324

88.6

32.7

21.2

14.2

10.4

7.14

3.66

0.61

0.18

0.10

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:24 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92FLCOM2040/WH

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 2339

5 2174

10 1839

15 1488

20 1191

25 949

30 733

35 588

40 309

45 109

50 31.1

55 21.2

60 14.3

65 10.4

70 6.98

75 3.45

80 0.63

85 0.17

90 0.10

200

2339

2171

1839

1490

1194

948

731

581

300

78.8

29.7

20.7

14.2

10.3

7.14

3.42

0.59

0.18

0.09

210

2339

2163

1829

1477

1185

935

726

569

285

96.1

28.8

19.6

13.8

10.2

6.92

3.03

0.61

0.21

0.09

220

2339

2163

1829

1476

1182

930

717

562

279

69.3

28.3

18.7

13.4

10.1

6.82

2.89

0.56

0.17

0.09

230

2339

2158

1820

1467

1174

920

712

553

265

65.1

28.0

18.3

13.5

9.90

6.90

2.65

0.57

0.19

0.09

240

2339

2160

1827

1473

1183

924

712

552

263

62.5

27.1

18.1

13.6

9.78

7.13

2.80

0.54

0.16

0.09

250

2339

2158

1823

1466

1176

908

705

544

253

60.2

26.2

17.5

13.3

9.58

6.96

2.74

0.55

0.19

0.10

260

2339

2164

1831

1479

1182

910

702

542

252

60.1

26.0

17.1

13.5

9.65

6.94

2.78

0.52

0.16

0.10

270

2339

2163

1832

1477

1181

902

694

535

245

58.5

25.9

16.7

13.6

9.61

6.97

2.74

0.53

0.18

0.10

280

2339

2169

1840

1489

1191

906

690

533

247

58.5

26.1

16.7

13.3

9.46

6.59

2.80

0.51

0.16

0.10

290

2339

2171

1842

1488

1190

898

682

527

241

56.8

25.7

16.7

13.1

9.66

6.51

2.92

0.50

0.18

0.09

300

2339

2181

1859

1504

1199

900

679

528

247

58.2

26.4

16.5

13.1

9.52

6.43

2.82

0.49

0.16

0.09

310

2339

2184

1863

1506

1197

893

675

525

245

60.2

26.6

16.9

13.4

9.94

6.73

2.88

0.51

0.18

0.09

320

2339

2197

1883

1525

1211

902

677

530

256

64.6

27.4

17.0

13.5

10.02

6.82

2.83

0.50

0.15

0.09

330

2339

2204

1892

1532

1212

904

679

531

260

68.1

28.5

17.2

13.6

10.2

6.92

2.88

0.54

0.18

0.09

340

2339

2218

1916

1555

1232

924

690

540

272

71.1

30.4

17.6

13.4

10.2

7.14

3.09

0.53

0.14

0.09

350

2339

2226

1930

1567

1243

930

697

545

277

71.6

31.3

17.8

13.3

10.3

6.96

3.09

0.56

0.15

0.09

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:24 August 2022 Remarks:


