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LAMP PHOTOMETRIC REPORT

MODEL: 92FLCOM3040/WH

POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 2552.7 1m ~/+180
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AVERAGE BEAM ANGLE (50%) :48.7 DEG

¥ co C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 3199 3211 3181 3132 3095 3088 3101 3147 0- 10 307.6 307.6 12.1
20 2347 2420 2440 2381 2304 2242 2218 2266 10- 20 790.3 1098 43
30 1072 1093 1101 1081 1054 1029 1018 1042 20- 30 731.4 1829 71.7
40 558.0 586.4 577.6 533.8 492.3 482.7 495.8 528.5 30— 40 510.1 2339 91.6
50 51.42 51.99 51.20 47.10 41.89 39.64 42.02 47.41 40- 50 164.8 2504 98.1
60 22.57 21.96 22.46 22.18 21.51 20.31 20.31 21.51 50- 60 27.76 2532 99.2
70 8.749 8.709 8.994 8.838 8.473 8.002 7.727 8.225 60— 70 14.34 2546 99.7
80 1.285 1.926 2.045 1.749 1.127 1.007 1.029 1.031 70- 80 5.858 2552 100
90 0.1188 0.1126 0.1117 0.1135 0.1702 0.1655 0.1689 0.1654 80- 90| 0.5825 2553 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:24 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92FLCOM3040/WH

POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--1 UNIT: cd
C (DEG)
y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180

0 3324 | 3324 | 3324 | 3324 | 3324 | 3324 | 3324 | 3324 | 3324 | 3324 | 3324 | 3324 | 3324 | 3324 | 3324 | 3324 | 3324 | 3324 | 3324
5 3312 | 3319 | 3321 | 3324 | 3322 | 3322 | 3317 | 3314 | 3306 | 3302 | 3291 | 3285 | 3273 | 3266 | 3257 | 3252 | 3238 | 3237 | 3230
10 3199 | 3206 | 3208 | 3212 | 3211 | 3211 | 3204 | 3196 | 3186 | 3181 | 3171 | 3164 | 3149 | 3139 | 3124 | 3114 | 3101 | 3101 | 3095
15 2920 | 2940 | 2948 | 2966 | 2969 | 2979 | 2974 | 2975 | 2963 | 2960 | 2942 | 2933 | 2915 | 2907 | 2885 | 2876 | 2852 | 2846 | 2838
20 2347 | 2377 | 2385 | 2407 | 2409 | 2430 | 2423 | 2439 | 2430 | 2440 | 2426 | 2427 | 2400 | 2394 | 2368 | 2360 | 2330 | 2324 | 2304
25 1575 | 1643 | 1610 | 1669 | 1625 | 1681 | 1638 | 1689 | 1647 | 1667 | 1652 | 1689 | 1631 | 1666 | 1600 | 1631 | 1563 | 1601 | 1587
30 1072 | 1085 | 1085 | 1096 | 1089 | 1097 | 1093 | 1100 | 1093 | 1101 | 1094 | 1099 | 1087 | 1087 | 1075 | 1075 | 1057 | 1059 | 1054
35 853 | 862 | 861 | 867 | 864 | 870 | 865 | 871 | 866 | 873 | 867 | 870 | 861 | 861 | 849 | 849 | 834 | 836 | 833
40 558 | 572 | 572 | 582 | 582 | 591 | 584 | 588 | 578 | 578 | 566 | 560 | 548 | 540 | 527 | 521 | 504 | 499 | 492
45 189 | 200 | 198 | 204 | 201 | 205 | 200 | 203 | 198 | 229 | 191 | 221 | 180 | 210 | 168 | 199 | 152 | 188 | 183
50 51.4 | 51.9|51.6|51.9|51.6|52.3|52.0|52.5|51.7|51.2|50.1|49.5|48.2 | 47.7 | 46.5 | 45.7 | 44.3 | 43.7 | 41.9
55 31.1(31.2|31.0|30.8|30.6|30.9|31.1|31.6|31.5|31.4|31.0|30.9|30.8|30.9|30.8|30.8|30.7]|30.4]29.7
60 22.6 | 22.5|22.4(22.2|21.8|22.1|22.4|22.8(22.8|22.5[22.1|22.2|22.2|22.3|22.1|22.2|21.8|21.8]21.5
65 14.9|15.2 [ 15.0 | 14.8 | 14.5| 14.5|14.7 | 15.0 | 14.9 | 14.7 | 14.7 | 14.7 | 14.6 | 14.8 | 14.4 | 14.2 | 14.3 | 14.2 | 14.0
70 8.75|8.93 8.90 | 8.65|8.68|8.74 |8.98|9.28(9.19(8.99|8.99(8.89|8.98|8.98|8.69|8.45|8.49 | 8.55 | 8.47
75 5.94 | 6.17 | 5.99|5.78 | 5.85 | 5.84 | 6.11 | 6.46 | 6.16 | 5.91 | 5.87 | 5.85 | 6.10 | 6.25 | 5.89 | 5.76 | 5.72 | 5.82 | 5.85
80 1.28|1.64|1.62|1.79(1.73|2.12|(2.11|2.15(1.88(2.04|1.74(1.93|1.91|1.96|1.53|1.37|1.23|1.21 |1.13
85 0.38|0.46 | 0.46 | 0.48 | 0.47 | 0.48 | 0.47 | 0.48 | 0.46 | 0.46 | 0.45 | 0.46 | 0.44 | 0.45 | 0.44 | 0.45 | 0.42 | 0.41 | 0.37
90 0.12|0.12|0.12|0.11|0.11 | 0.11 | 0.11 | 0.11 | 0.11 | 0.11 | 0.11 | 0.11 | 0.11 | 0.11 | 0.11 | 0.11 | 0.11 | 0.11 | 0.17
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG

Test Speed: HIGH

Temperature:25.3°C
Operators:
Test Date:24 August 2022

Y
te

Remarks:

st System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92FLCOM3040/WH
POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 3324 | 3324 | 3324 | 3324 | 3324 | 3324 | 3324 | 3324 | 3324 | 3324 | 3324 | 3324 | 3324 | 3324 | 3324 | 3324 | 3324
5 3221 | 3219 | 3211 | 3213 | 3213 | 3218 | 3219 | 3222 | 3225 | 3232 | 3238 | 3251 | 3261 | 3273 | 3285 | 3298 | 3305
10 3089 | 3089 | 3084 | 3088 | 3088 | 3091 | 3093 | 3098 | 3101 | 3108 | 3114 | 3126 | 3139 | 3154 | 3166 | 3179 | 3190
15 2828 | 2830 | 2820 | 2820 | 2810 | 2815 | 2810 | 2822 | 2819 | 2828 | 2827 | 2842 | 2847 | 2867 | 2875 | 2892 | 2903
20 2278 | 2277 | 2255 | 2253 | 2232 | 2235 | 2216 | 2227 | 2218 | 2235 | 2231 | 2253 | 2254 | 2278 | 2279 | 2310 | 2324
25 1520 | 1566 | 1499 | 1498 | 1473 | 1475 | 1463 | 1476 | 1469 | 1481 | 1474 | 1495 | 1496 | 1520 | 1524 | 1593 | 1558
30 1045 | 1046 | 1034 | 1034 | 1024 | 1028 | 1019 | 1024 | 1018 | 1028 | 1026 | 1039 | 1036 | 1048 | 1051 | 1068 | 1067
35 827 | 830 | 821 | 824 | 817 | 823 | 819 | 826 | 821 | 831 | 829 | 836 | 835 | 842 | 842 | 849 | 849
40 484 | 487 | 479 | 485 | 481 | 489 | 486 | 496 | 496 | 507 | 508 | 519 | 521 | 536 | 537 | 547 | 547
45 128 | 128 | 122 | 124 | 120 | 125 | 124 | 131 | 132 | 188 | 146 | 199 | 162 | 207 | 175 | 214 | 182
50 41.1 | 40.7 | 39.7 | 39.6 | 39.7 | 40.4 | 40.7 | 41.6 | 42.0 | 43.4 | 44.5 | 46.0 | 46.8 | 48.0 | 48.8 | 49.6 | 50.3
55 29.5|29.3|28.7(28.2|28.1|28.6|28.4|28.4|28.2|28.4|28.8(29.2(29.3|29.6/29.5|29.8]30.3
60 21.4|21.3|20.7|20.3|20.3|20.6|20.7|20.6|20.3|20.6|20.8|21.4(21.4|21.6/21.6|21.8]22.1
65 14.1 | 13.9|13.4 | 13.3 |13.1|13.3 | 13.4|13.3|13.0|13.2|13.5|14.0 | 13.9|13.9|14.0| 14.2 | 14.4
70 8.55|8.54|8.21 |8.02|7.98|8.25|8.22|8.01|7.73|7.78|8.03|8.32|8.24|8.21|8.10| 8.10 | 8.32
75 5.87 | 5.74 | 5.47 | 5.36 | 5.39 | 5.61 | 5.74 | 5.49 | 5.14 | 5.21 | 5.42 | 5.53 | 5.46 | 5.42 | 5.37 | 5.35 | 5.61
80 1.07(1.03|1.02|1.01|1.01|{1.00(1.01|1.01|1.03|1.01{1.02|1.02|1.03|1.03|1.06/1.07 |1.02
85 0.310.34|0.38(0.39[0.38|0.38|0.38|0.39|0.38[0.39|0.39|0.40(0.40 | 0.42|0.41|0.37|0.35
90 0.17 | 0.17 | 0.17 | 0.17 | 0.17 | 0.17 | 0.17 | 0.17 | 0.17 | 0.17 | 0.17 | 0.16 | 0.17 | 0.16 | 0.16 | 0.16 | 0.16
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:24 August 2022 Remarks:




