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LAMP PHOTOMETRIC REPORT

MODEL: 99LED623IP65

POWER: 23W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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AVERAGE BEAM ANGLE(50%):112.7 DEG
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TOTAL FLUX: 2370.7 lm
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 150 140-150
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 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

812.3 810.6 810.9 811.8 812.6 814.3 813.7 813.1 78.20 78.20 3.3

770.7 768.5 769.0 770.3 773.7 774.2 775.3 773.0 224.5 302.7 12.8

702.0 699.5 699.6 701.5 705.3 707.6 708.5 705.0 341.5 644.2 27.2

608.4 604.8 605.1 606.7 611.9 614.6 615.8 612.7 412.7 1057 44.6

492.9 488.6 489.0 490.1 495.6 499.1 501.1 497.1 427.5 1484 62.6

361.9 358.2 358.3 359.3 364.1 368.2 370.8 367.3 384.5 1869 78.8

225.0 222.1 221.1 222.1 226.3 231.4 232.8 230.0 292.0 2161 91.1

94.61 90.97 86.65 90.51 95.35 97.44 97.54 95.86 167.9 2329 98.2

1.337 1.358 1.334 1.376 1.162 1.188 1.160 1.187 41.90 2371 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:12 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99LED623IP65

POWER: 23W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 826

5 823

10 812

15 795

20 771

25 739

30 702

35 659

40 608

45 553

50 493

55 429

60 362

65 293

70 225

75 159

80 94.6

85 38.4

90 1.34

10

826

822

811

794

770

739

702

657

607

552

492

428

361

292

224

159

96.2

40.0

1.35

20

826

820

809

792

768

737

701

656

607

550

490

426

360

291

223

157

94.3

37.7

1.39

30

826

822

811

794

770

738

700

656

606

550

490

426

360

291

223

157

93.7

35.8

1.41

40

826

821

810

792

768

737

699

655

604

548

488

424

358

290

222

155

91.4

33.4

1.37

50

826

822

811

794

769

737

700

657

605

550

489

425

359

291

222

155

90.6

31.7

1.35

60

826

822

811

793

769

737

699

655

605

549

489

425

358

290

222

153

88.5

29.6

1.34

70

826

822

811

793

769

737

699

655

605

549

489

425

359

291

222

153

87.9

28.4

1.34

80

826

822

811

793

769

737

699

655

605

548

489

425

358

290

221

152

86.4

27.3

1.33

90

826

822

811

793

769

738

700

656

605

549

489

425

358

290

221

152

86.6

27.3

1.33

100

826

823

812

794

770

738

700

656

606

549

489

425

358

290

221

152

86.3

27.3

1.34

110

826

821

812

794

769

738

701

656

605

550

489

425

358

290

221

153

87.5

28.4

1.34

120

826

821

811

792

770

737

700

655

606

550

489

425

358

289

221

153

87.7

29.5

1.34

130

826

820

812

794

770

739

701

657

606

551

489

425

359

290

222

154

89.8

31.5

1.36

140

826

821

812

795

771

739

702

657

607

552

491

427

360

291

222

155

91.2

33.2

1.39

150

826

824

812

795

771

740

702

658

608

552

491

428

360

292

223

157

93.2

35.5

1.40

160

826

824

814

796

774

743

705

661

611

555

494

430

362

293

224

158

94.3

37.6

1.39

170

826

821

812

795

772

741

705

661

611

555

494

430

363

294

225

159

96.0

39.6

1.35

180

826

823

813

797

774

742

705

662

612

556

496

432

364

295

226

160

95.3

37.9

1.16

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:12 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99LED623IP65

POWER: 23W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 826

5 823

10 814

15 797

20 773

25 743

30 706

35 662

40 612

45 556

50 496

55 432

60 365

65 296

70 227

75 160

80 93.9

85 34.9

90 1.17

200

826

823

814

796

774

744

707

663

613

558

497

433

365

297

228

162

94.5

33.5

1.21

210

826

825

815

798

775

743

707

663

613

558

498

434

367

298

229

162

94.5

32.6

1.22

220

826

823

814

797

774

744

707

664

614

559

499

434

368

299

231

164

96.6

33.5

1.19

230

826

824

814

798

775

745

708

665

615

560

499

436

369

301

232

164

98.3

37.4

1.19

240

826

824

814

798

775

745

708

665

615

561

501

437

370

302

233

165

99.0

38.4

1.18

250

826

824

814

798

775

745

708

665

616

561

501

437

370

302

233

164

98.1

37.5

1.17

260

826

824

814

798

775

745

709

665

616

561

501

438

371

303

234

164

98.3

37.2

1.17

270

826

824

814

798

775

745

709

665

616

561

501

437

371

302

233

164

97.5

36.8

1.16

280

826

824

815

798

775

745

708

665

616

561

501

437

371

303

233

164

98.0

37.2

1.16

290

826

823

814

797

773

744

707

664

615

560

500

435

369

301

232

163

97.4

37.2

1.17

300

826

823

813

797

774

743

707

664

614

559

499

435

368

300

232

164

97.9

38.0

1.17

310

826

823

813

794

772

742

705

662

613

557

497

434

368

299

230

162

96.8

37.1

1.18

320

826

822

813

797

774

743

704

663

612

556

497

433

367

298

230

163

94.9

33.4

1.19

330

826

823

812

795

772

741

705

660

611

556

497

432

364

297

228

161

93.0

32.8

1.23

340

826

824

814

797

773

741

704

662

612

557

496

432

365

296

228

162

93.7

33.9

1.24

350

826

822

811

794

770

739

702

658

609

554

493

429

363

293

226

159

93.1

35.2

1.19

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:12 August 2022 Remarks:


