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LAMP PHOTOMETRIC REPORT

MODEL: 98Helios50/WH_new_design

POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 3431.1 1m /4180
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AVERAGE BEAM ANGLE (50%) :98.9 DEG

¥ co C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 1446 1454 1455 1444 1431 1419 1416 1430 0- 10 138.2 138.2 4.03
20 1388 1398 1396 1387 1364 1347 1346 1362 10- 20 398.3 536.5 15.6
30 1280 1296 1301 1277 1244 1183 1127 1247 20- 30 609.7 1146 33.4
40 1134 1084 1035 1132 1090 900.3 886.0 1014 30— 40 721.3 1868 54.4
50 870.2 754.7 727.5 822.0 827.0 644.4 567.0 786.9 40- 50 689.1 2557 74.5
60 549.4 379.2 334.7 476.7 523.3 307.4 244.8 457.3 50- 60 511.6 3068 89.4
70 232.1 131.4 131.3 171.4 182.4 111.0 112.4 154.3 60— 70 261.4 3330 97
80 34.67 40.16 39.35 36.02 31.33 36.03 36.88 32.38 70- 80 89.25 3419 99.6
90 1.342 0.9968 0.9001 1.233 1.215 0.9927 0.9221 1.132 80- 90 12.28 3431 100
100 90-100
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DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 30.0DEG Interval: O0.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:11 July 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98Helios50/WH_new_design
POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 30 60 90 120 | 150 | 180 | 210 | 240 | 270 | 300 | 330
0 1458 | 1458 | 1458 | 1458 | 1458 | 1458 | 1458 | 1458 | 1458 | 1458 | 1458 | 1458
5 1458 | 1462 | 1463 | 1464 | 1461 | 1455 | 1450 | 1445 | 1443 | 1442 | 1447 | 1453
10 1446 | 1453 | 1454 | 1455 | 1449 | 1440 | 1431 | 1421 | 1418 | 1416 | 1425 | 1435
15 1424 | 1433 | 1432 | 1435 | 1426 | 1416 | 1404 | 1385 | 1387 | 1383 | 1394 | 1408
20 1388 | 1402 | 1393 | 1396 | 1391 | 1382 | 1364 | 1344 | 1349 | 1346 | 1353 | 1371
25 1341 | 1354 | 1350 | 1353 | 1343 | 1334 | 1309 | 1296 | 1300 | 1299 | 1305 | 1316
30 1280 | 1293 | 1299 | 1301 | 1280 | 1274 | 1244 | 1238 | 1128 | 1127 | 1245 | 1250
35 1212 | 1229 | 1234 | 1237 | 1215 | 1205 | 1171 | 1166 | 950 | 949 | 1174 | 1178
40 1134 | 1147 | 1021 | 1035 | 1139 | 1125 | 1090 | 911 | 890 | 886 | 930 | 1097
45 991 | 1056 | 872 | 875 | 1048 | 965 | 933 | 803 | 660 | 661 | 814 | 955
50 870 | 797 | 712 | 728 | 794 | 850 | 827 | 720 | 568 | 567 | 734 | 840
55 705 | 646 | 539 | 541 | 640 | 698 | 676 | 465 | 357 | 357 | 477 | 680
60 549 | 425 | 334 | 335 | 412 | 541 | 523 | 375 | 239 | 245 | 386 | 529
65 396 | 286 | 180 | 179 | 287 | 367 | 325 | 213 | 153 | 152 | 220 | 360
70 232 | 131 | 131 | 131 | 129 | 214 | 182 | 108 | 113 | 112 | 110 | 198
75 90.0 | 83.0 | 85.6 | 85.9 | 79.6 | 85.1 | 75.7 | 70.3 | 74.1 | 73.6 | 71.7 | 82.1
80 34.7|41.1|39.2|39.4|38.933.1|31.3(35.1|36.9|36.9|36.6|28.2
85 8.39|8.22|6.16 | 6.22 | 7.49 | 7.53 | 3.92 | 8.53 | 8.20 | 8.34 | 9.62 | 4.94
90 1.341.10|0.90 [ 0.90 | 1.11|{1.36|1.21|1.07 |0.91|0.92|1.08 |1.18
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 30.0DEG Interval: O0.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:11 July 2022 Remarks:



