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LAMP PHOTOMETRIC REPORT

MODEL: 98Vega100Slim

POWER: 100W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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AVERAGE BEAM ANGLE(50%):116.1 DEG
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TOTAL FLUX: 7146.6 lm
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C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

2468 2462 2453 2452 2454 2458 2467 2471 236.3 236.3 3.31

2376 2363 2346 2340 2347 2358 2374 2379 683.4 919.7 12.9

2207 2185 2166 2157 2167 2184 2202 2213 1052 1972 27.6

1954 1929 1906 1897 1908 1933 1952 1963 1294 3266 45.7

1614 1581 1558 1552 1564 1590 1614 1624 1364 4630 64.8

1177 1143 1122 1121 1136 1158 1180 1187 1232 5862 82

652.1 602.2 567.3 615.5 629.9 646.2 660.5 663.4 887.8 6750 94.4

154.6 71.63 43.04 118.6 121.7 96.11 74.52 123.3 372.8 7123 99.7

3.635 3.619 3.615 3.760 3.221 3.038 2.925 3.083 24.01 7147 100

C Range:  0 - 360DEG
C Interval: 30.0DEG

  Range:  0 -  90DEG
  Interval:  0.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:08 July 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98Vega100Slim

POWER: 100W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 2486

5 2485

10 2468

15 2430

20 2376

25 2301

30 2207

35 2092

40 1954

45 1798

50 1614

55 1408

60 1177

65 922

70 652

75 363

80 155

85 17.1

90 3.63

30

2486

2486

2465

2426

2370

2292

2194

2079

1943

1780

1595

1388

1157

903

638

351

99.9

5.22

3.67

60

2486

2482

2458

2415

2355

2274

2175

2056

1916

1753

1566

1360

1128

875

567

312

43.2

3.91

3.57

90

2486

2480

2453

2407

2346

2266

2166

2047

1906

1743

1558

1352

1122

872

567

311

43.0

3.95

3.61

120

2486

2477

2450

2404

2339

2256

2155

2035

1895

1731

1548

1342

1113

865

607

334

93.6

5.16

3.77

150

2486

2479

2454

2407

2341

2258

2158

2038

1899

1739

1557

1358

1129

880

624

344

144

15.2

3.75

180

2486

2479

2454

2409

2347

2267

2167

2047

1908

1746

1564

1362

1136

884

630

344

122

15.3

3.22

210

2486

2479

2456

2412

2350

2272

2174

2056

1921

1761

1579

1374

1145

895

637

383

115

5.71

3.13

240

2486

2482

2461

2421

2365

2289

2194

2081

1944

1785

1601

1403

1170

923

655

356

77.3

4.45

2.95

270

2486

2486

2467

2429

2374

2297

2202

2088

1952

1794

1614

1411

1180

930

661

353

74.5

4.37

2.92

300

2486

2486

2470

2433

2379

2304

2212

2099

1966

1809

1625

1421

1191

938

670

404

121

5.75

3.06

330

2486

2487

2472

2435

2379

2306

2214

2097

1961

1802

1622

1416

1184

926

657

350

126

17.6

3.10

C Range:  0 - 360DEG
C Interval: 30.0DEG

  Range:  0 -  90DEG
  Interval:  0.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:08 July 2022 Remarks:


